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at all times. Officials or employees
failing to take proper care of motor ve-
hicles issued to them may be refused
further authorization to use GSA IFMS
vehicles after reasonable notice has
been provided by GSA to the head of
the local activity concerned.

[56 FR 59890, Nov. 26, 1991, as amended at 58
FR 63532, Dec. 2, 1993]

§ 101–39.301 Utilization guidelines.

An agency must be able to justify a
full-time vehicle assignment. The fol-
lowing guidelines may be employed by
an agency requesting GSA Interagency
Fleet Management System (IFMS)
services. Other utilization factors, such
as days used, agency mission, and the
relative costs of alternatives to a full-
time vehicle assignment, may be con-
sidered as justification where miles
traveled guidelines are not met.

(a) Passenger-carrying vehicles. The
utilization guidelines for passenger-
carrying vehicles are a minimum of
3,000 miles per quarter or 12,000 miles
per year.

(b) Light trucks and general purpose ve-
hicles. The utilization guidelines for
light trucks and general purpose vehi-
cles are as follows:

(1) Light trucks and general purpose ve-
hicles, 12,500 lbs. Gross Vehicle Weight
Rating (GVWR) and under—10,000 miles
per year.

(2) Trucks and general purpose vehicles,
over 12,500 lbs. GVWR to 24,000 lbs.
GVWR—7,500 miles per year.

(c) Heavy trucks and truck tractors.
The utilization guidelines for heavy
trucks and truck tractors are as fol-
lows:

(1) Heavy trucks and general purpose
vehicles over 24,000 lbs. GVWR—7,500
miles per year.

(2) Truck tractors—10,000 miles per
year.

(d) Other trucks and special purpose ve-
hicles. Utilization guidelines for other
trucks and special purpose vehicles
have not been established. However,
the head of the local office of the agen-
cy or his/her designee shall cooperate
with GSA IFMS fleet management cen-
ter personnel in studying the use of
this equipment and take necessary ac-
tion to ensure that it is reasonably uti-

lized or returned to the issuing GSA
IFMS fleet management center.

[51 FR 11023, Apr. 1, 1986, as amended at 56
FR 59890, Nov. 26, 1991; 58 FR 63533, Dec. 2,
1993]

§ 101–39.302 Rotation.

GSA Interagency Fleet Management
System (IFMS) vehicles on high mile-
age assignments may be rotated with
those on low mileage assignments to
assure more uniform overall fleet utili-
zation. In cases where the continued
use of a vehicle is essential but its
miles traveled are not consistent with
utilization guidelines, the using agency
may be required to justify, in writing,
retention of the vehicle. Each GSA
IFMS fleet manager will decide on a
case-by-case basis which vehicles, if
any, will be rotated based upon vehicle
type, vehicle location, location and
availability of replacement vehicles,
and the mission of the using agency.

[56 FR 59890, Nov. 26, 1991]

§ 101–39.303 Maintenance.

In order to ensure uninterrupted op-
eration of GSA Interagency Fleet Man-
agement System (IFMS) vehicles, safe-
ty and preventive maintenance inspec-
tions will be performed at regularly
scheduled intervals as directed by GSA.
Users of GSA IFMS vehicles shall com-
ply with the safety and preventive
maintenance notices and instructions
issued for the vehicle.

[56 FR 59890, Nov. 26, 1991]

§ 101–39.304 Modification or installa-
tion of accessory equipment.

The modification of a GSA Inter-
agency Fleet Management System
(IFMS) vehicle or the permanent in-
stallation of accessory equipment on
these vehicles may be accomplished
only when approved by GSA. For the
purpose of this regulation, permanent
installation means the actual bolting,
fitting, or securing of an item to the
vehicle. Such modification or installa-
tion of accessory equipment must be
considered by the agency as essential
for the accomplishment of the agency’s
mission. The request for such modifica-
tion or installation shall be forwarded
to the appropriate GSA IFMS regional
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